
SCHEDULE OF AREAS

Dwelling No.1  (4 bedroom)

· Ground Floor = 115m² GIA
· First Floor = 65m² GIA
· Site Area = 274m² or thereby

Dwelling No. 2  (3 bedroom)

· Ground Floor = 150m² GIA
· First Floor = 40m² GIA
· Site Area = 401m² or thereby

private garden
space - 213m²

private garden
space - 66m²

New air source heat pump

New 1.2m high beech hedge
and timber gate

New air source
heat pump
screened by
native shrubs

New hardstanding
area cut into

grass
embankment for

storage waste
and recycling

reciprocals

Stepped access route between
parking and entrance to

dwelling

New surface water
drainage channel at back
of pavement connected to
soakaway beneath
driveway

Cobble setts driveway for
4no. cars complete with
turning head laid to
maximum gradient of 1:20
within 5 metres of
pavement

Soft landscaping with low
level shrubs at edge of new
access path and concrete
steps

New drop kerbs subject to
separate Roads Consent

Existing boundary wall part
removed and blocks re-used
to create new garden walls

2 metre visibility splay measured
from 2 metres into driveway

New surface water
drainage channel at back

of pavement connected to
soakaway beneath

driveway

Cobble setts driveway for
4no. cars complete with

turning head laid to
maximum gradient of 1:20

within 5 metres of
pavement

New drop kerbs subject to
separate Roads Consent

Existing boundary wall part
removed and blocks re-used to

create new garden walls. Fire
hydrant signage relocated

2 metre visibility splay measured
from 2 metres into driveway

New low level native
shrubs either side of
entrance path

New hardstanding area for
storage waste and

recycling reciprocals

New 1.5m high garden wall
formed using existing red
concrete synthetic stone

blockwork from north
boundary wall complete

with timber gate
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Ex. 1500mm high rendered block wall retained
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Ex. 1200mm high synthetic stone wall retainedEx. 1200mm high synthetic stone wall retained

Ex. lamp post retained

Level access route to main
entrance formed using
concrete paving slabs
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New 1.2m high beech hedge
former new site boundary

New
IC

New
Soakaway

New
Gully

New
RE

New
Gully

New
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New storm crate soakaway
suitably sized to take run

off from new driveway.
Depth of exiting water table

and percolation of ground
to be verified on site

New 1.2m high beech
hedge
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Existing stone chippings
retained

Existing grass to be
retained

Up

lounge.

vestibule.

bedroom.

en-suite.

kitchen.

bathroom.

en-suite.

bath.

lounge.

vestibule /
boot room.

plant.

bedroom.

bedroom.

bedroom.

study.

cpd.

utility.

Ex. RWP

Ex.
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Ex.
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Ex.
RWP

Ex. RWP

kitchen.

Ex.
S&V.P

Ex.
RWP

Ex.
RWP

Ex.
RWP

564

Existing drop kerbs
retained

2847

Existing fence retained to form
site boundary

PROPOSED SITE LAYOUT PLAN - 1:100

Scale in metres - 1:100 scale bar
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