
bedroom. bedroom.

New rooflights provided within
existing slated roof providing

natural light and emergency exit

Existing ceiling and cornicing
retained

Existing ceiling and cornicing
retained

New suspended ceiling to
conceal mechanical ventilation

New suspended ceiling to
conceal mechanical ventilation

Existing windows retained
and new secondary glazing
installed internally

New void space formed for
mechanical ventilation plant

New separating floor, height
determined by requirement for
escape windows from first floor
accommodation

Existing windows retained
and new secondary glazing

installed internally

Existing internal wall lining to
be thermally upgraded and

timber linings reinstated

Existing internal wall lining to
be thermally upgraded and
timber linings reinstated

en-suite. bath
room.

lounge.Existing windows retained
and new secondary glazing

installed internally

Existing ceiling and cornicing
retained

Existing ceiling and cornicing
retained

Existing windows retained
and new secondary glazing
installed internally

New separating floor, height
determined by requirement for
escape windows from first floor
accommodation
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30

Lowered ceiling to reduce
volume of space whilst
retaining original plasterwork

Existing internal wall lining to
be thermally upgraded and

timber linings reinstated
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lounge.

vestibule.

bedroom.

en-suite.

kitchen.

bathroom.

en-suite.

bath.

lounge.

vestibule /
boot room.

plant.

bedroom.

bedroom.

bedroom.

study.

cpd.

utility.

Ex. RWP

Ex.
RWP

Ex.
RWP

Ex.
RWP

Ex. RWP

kitchen.

Ex.
S&V.P

Ex.
RWP

Ex.
RWP

Ex.
RWP

bedroom.

bedroom.

study.

bedroom.

rooflight rooflight

rooflight rooflight

rooflight rooflight

rooflight

rooflight rooflight

mvhr plant. mvhr plant.

Existing timber
linings to perimeter
walls to be retained

Existing steel column
supporting roof
structure to be retained

Existing vestibule
door to be re-used

Existing window
openings in kitchen
to be reinstated

Existing timber
linings to walls to be

retained

bedroom.
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46
30

37
00

37
00

13
2415
95
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75

Existing external doors
and windows to be
retained throughout

Existing circular window
retained completed with
internal protective glass
balustrade

SCHEDULE OF AREAS

Dwelling No.1 Floor Area = 180m² GIA
Dwelling No.2 Floor Area = 190m² GIA

PROPOSED SECTION B~B - 1:100

Scale in metres - 1:100 scale bar
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FORMER UNITED FREE CHURCH,
CHURCH PLACE, BODDAM, PETERHEAD, AB42 3NB 200 rev -A2

NORTH

PROPOSED FIRST FLOOR PLAN - 1:100

PROPOSED SECTION A~A - 1:100

PROPOSED GROUND FLOOR PLAN - 1:100


