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SOW 6.1
Carefully take down existing stone wall.
Make walls good where stone is removed.
Structural lintel installed as per SE spec.
Make wind & watertight prior to construction.

SOw 6.2
Carefully take down existing stone wall.

Make walls good where stone removed.
Structural lintel installed as per SE spec.

Make wind & watertight prior to construction.

SOW 2.1
All existing internal structures (such as internal

partitions, staircase, intermediate floor joists, etc.) to be
carefully removed from site. Any materials fit for reuse
to be store appropriately on site. Internal to be cleared.

Floor to be carefully removed.

SOW 4.1
Carefully remove W02 from structural frame.
Remove frame from stone wall.
Carefully take down existing stone wall.
Make walls good where stone is removed.
Structural lintel installed as per SE spec.
Make wind & watertight during construction.

SOW 4.2
Carefully remove W04 from structural frame.

Remove frame from stone wall.
Carefully take down existing stone wall.

Make walls good where stone is removed.
Structural lintel installed as per SE spec.

Make wind & watertight prior to construction.

SOW 5.1
Carefully remove W02 from structural frame.

Remove frame from stone wall.
Make wind & watertight prior to construction.

SOW 3.2
Remove external finish from existing wall on
entire porch.

SOW 8.1
Carefully remove all existing

sanitary appliances.
Carefully remove partition walls.

Carefully remove D02.
Make walls good where partition

has been removed.

W
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SOW 3.1
Remove external
finish from stone
walls on entire
building.

SOW 4.3
Carefully remove W03 from structural frame.
Remove frame from stone wall.
Carefully take down existing stone wall.
Make walls good where stone is removed.
Structural lintel installed as per SE spec.
Make wind & watertight during construction.

SOW 2.2
Carefully remove W01 & D01 from structural
frame.
Carefully take down existing wall.
Make walls good where stone is removed.
Structural lintel installed as per SE spec.
Make wind & watertight during construction.
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SOW 5.1
Carefully remove W02 from structural frame.

Remove frame from stone wall.
Make wind & watertight prior to construction.

SOW 4.1
Carefully remove W02 from structural frame.

Remove frame from stone wall.
Carefully take down existing stone wall.

Make walls good where stone is removed.
Structural lintel installed as per SE spec.

Make wind & watertight during construction.

SOW 4.2
Carefully remove W04 from structural frame.
Remove frame from stone wall.
Carefully take down existing stone wall.
Make walls good where stone is removed.
Structural lintel installed as per SE spec.
Make wind & watertight prior to construction.

SOW 3.1
Remove external finish from stone walls on

entire building.

SOW 3.2
Remove external finish from existing wall on
entire porch.

SOW 6.2
Carefully take down existing stone wall.

Make walls good where stone is removed.
Structural lintel installed as per SE spec.

Make wind & watertight prior to construction.

SOW 6.1
Carefully take down existing stone wall.
Make walls good where stone is removed.
Structural lintel installed as per SE spec.
Make wind & watertight prior to construction.

SOW 7.1
Carefully remove all metal sheet roofing material of main house.
Carefully remove all sarking boards.
Carefully remove roof structure.

SOW 7.1
Carefully remove all metal sheet roofing material.
Carefully remove all sarking boards.
Carefully remove all trusses.

SOW 7.2
Carefully remove all metal sheet roofing material of porch.

Carefully remove all sarking boards.
Carefully remove roof structure.

SOW 4.3
Carefully remove W03 from structural frame.
Remove frame from stone wall.
Carefully take down existing stone wall.
Make walls good where stone is removed.
Structural lintel installed as per SE spec.
Make wind & watertight during construction.

SOW 2.2
Carefully remove W01 & D01 from structural frame.
Carefully take down existing wall.
Make walls good where stone is removed.
Structural lintel installed as per SE spec.
Make wind & watertight during construction.
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