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DO NOT SCALE.  All dimensions must be checked on site, errors 
are to be reported.

Safety 
Note

CDM 2015

It is considered that there are no 
other risks that would not be 
recognised by a competent 
contractor familiar with this type 
of work.
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Triple glazed Fixed Flushglaze Rooflight with 1 
wall-abutment. Class 1 glass specification 
(non-fragile) in accordance with CWCT TN66/67. 
Max U-value 1.2 W/m2K

GlazingVision Quote ref no: Q150809-SW

VELUX UK08 (1340mm x 1398mm) GGL 2070 / centre-pivot / 
white painted / triple-glazed (Well-being, glazing no.66) 
rooflight with anti-heat external blackout shutters (solar 
powered). Max U-value 1.2 W/m2K.

VELUX SK08 (1140mm x 1398mm) GGL 2070 / centre-pivot / white
painted / triple-glazed (Well-being, glazing no.66) rooflight with

internal blackout roller blind (solar powered). Blind colour TBC by
client. Max U-value 1.2 W/m2K.

3no. PV panels

Plain clay tiles (colour to match brick)

Stone coping
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Plain tile vent from
bathroom extract

EverMat Core sedum green roof system with pebble borders 
(Green Roofs Direct)
Max saturated weight 150 kg/m2

Oulet to insulated
internal downpipe

Gutter to fall towards
outlet

Matching brick
coping (F2 frost

resistant)
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