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All illustrated material is subject to copyright. Unless otherwise 
agreed in writing, all rights to use this document are subject to 
payment of all Architect's charges. This document may only be 
used for the express purpose and project for which it has been 
created and delivered, as notified in writing by the Architect. This 
document may not be otherwise used or copied. Any 
unauthorised use of this document is at the user's sole risk and 
without limiting the Architect's rights the user releases and 
indemnifies the Architect from and against all loss so arising.

DO NOT SCALE.  All dimensions must be checked on site, errors 
are to be reported.
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Safety 
Note

CDM 2015

It is considered that there are no 
other risks that would not be 
recognised by a competent 
contractor familiar with this type 
of work.
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Typical gutter and rooflight wall abutment detail01
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Typical rooflight kerb detail02

1:10 @ A3
Typical flat roof eaves detail03

Cavity tray

Weepholes at intervals above lintel

Weather proofing chased into brickwork

Triple glazed Fixed Flushglaze Rooflight with 1 wall-abutment. 
Class 1 glass specification (non-fragile) in accordance with 
CWCT TN66/67. Max U-value 1.2 W/m2K

GlazingVision Quote ref no: Q150809-SW

Course of FOAMGLAS PERINSUL HL to 
reduce structural thermal bridging

Course of FOAMGLAS PERINSUL HL to 
reduce structural thermal bridging

Existing garage parapet

203 UC with 10mm thk top plate 
to S.E. specification

Resitrix SKW Full Bond EPDM 
Waterproofing Membrane

EverMat Core sedum green roof system 
with pebble borders (Green Roofs Direct)
(max saturated weight 150 kg/m2)

m
in

 1
50

Reduced insulation around perimeter to 
maintain min 150mm parapet upstand

Outer leaf - Brickwork. "Esher" from The 
Matching Brick Company (TBC). 

47x175mm C24 flat roof joists 
@400c/c to S.E. specification.

Alutrix 600 self adhesive vapour 
barrier

Cavity closer and support to DPC

High bond DPC

Top of brick notched to support steel plate

Cavity closer

9mm OBS to form GRP gutter

GRP roof membrane to full height of 
upstands

New lead flashing over assumed 
existing lead flashing

m
in 150

New leadwork over adjacent 
garage parapet

Coping stones

200mm Kingspan Thermaroof TR27 flat 
roof insulation insulation

40

RHS with bottom plate welded to 
bottom to S.E. specification with 
intumescent paint to provide 30 
minutes fire protection

Cavity tray

DPC

Weepholes at intervals above lintel

Fabricated 5mm galvanised steel T-section

Weepholes at intervals above lintel

DPC

DPC

Marley Acme Double Camber Clay Plain roof tiles fixed to 
horizontal battens (tile colour TBC to match brick)

Counterbattens, fixed through insulation to rafters with 
Ancon Super-7 Thor-Helical Nails.

Roofshield breathable sarking membrane, or equally 
approved, draped between counterbattens.

110mm Celotex XR4000 PIR insulation over rafters.

47x125mm C24 rafters @400c/c to S.E. specification with 
100mm Celotex GA4000 PIR insulation between, held in place 
with 25mm x 25mm battens to ensure it is flush with the top of 
the rafters

Matching brick coping (F2 frost resistant)

Masterlite Pro Eco concrete 
block

Weepholes at intervals above 
lintel

Joists sit on RHS beam and 
embedded into masonry wall 
using Manthorpe joists seals or 
similar approved

47x175 C24 ledger fixed to brickwork to 
S.E. specification

1016
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Pullout detail02
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