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Safety 
Note

CDM 2015

It is considered that there are no 
other risks that would not be 
recognised by a competent 
contractor familiar with this type 
of work.
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Party wall, foundation & flat roof eaves detail01

Course of FOAMGLAS PERINSUL HL to 
reduce structural thermal bridging

Existing garage parapet

Resitrix SKW Full Bond EPDM 
Waterproofing Membrane

Reduced insulation around perimeter to 
maintain min 150mm parapet upstand

Outer leaf - Brickwork. "Esher" from The 
Matching Brick Company (TBC). 

Cavity closer and support to DPC

High bond DPC

New lead flashing over assumed 
existing lead flashing

m
in 150 New leadwork over adjacent 

garage parapet

40

RHS with bottom plate welded to bottom to
S.E. specification with intumescent paint to

provide 30 minutes fire protection

Masterlite Pro Eco concrete block

Outline of ground beam chamfer 
to S.E. specification

Ground beam to S.E. 
specification with pile foundation 
(by others)

Matching brick coping 
(F2 frost resistant)

Weepholes at intervals 

Cavity tray

Strips of vertical DPC behind 
each batten

45x45mm battens fixed throguh DPC 
to existing party wall @400c/c

Continuous breather membrane

Indicative foundations of 
neighbouring building. Existing 
foundations TBC on site

Perforated pipe drain connected 
to drainage

min 500 gauge polythene separation layer (VCL)

100mm polished concrete screed with under floor
heating pipes (OMNIE Staple or equally approved)

130mm Celotex XR4000 PIR insulation

Visqueen High Performance DPM (500µm/2000 gauge)

Concrete slab, foundations, heave protection and
concrete blinding to S.E. specification.

Full-fill with mineral wool 
insulation batts

VCL

DPM lapped over face of 
blockwork

Breather membrane under 18mm 
plywood and timber framing

Ventilation to party wall cavity/batten zone top 
and bottom and at boths ends of the wall.

30mm Styrodur XPS
insulation

Course of FOAMGLAS
PERINSUL HL to reduce

structural thermal bridging

100mm stud wall fully-filled with
mineral insulation

m
in 150
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