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NOTES:

BRICKWORK
1sqm sample panel to be constructed on site for approval by the Local 
Planning Authority. Sample panel to be retained on site during 
construction to act as reference. Location of sample panel to be agreed 
on site.

VELFAC 200 ENERGY triple-glazed, side-hung window with 
click vents and associated cill to suit reveal depths (max 
U-value 1.2 W/m2K). 
External frame colour: RAL 7021 Black grey
Internal frame finish: RAL 9010 White
Glazing beads: RAL 9010 White

Bathroom window to include VELFAC DECOR (satin) opaque 
glass for privacy

VELFAC 200 ENERGY triple-glazed, casement doors (2-leaf) 
with click vents and 15mm HELO threshold (max U-value 1.2 
W/m2K). 
External frame colour: RAL 7021 Black grey
Internal frame finish: RAL 9010 White
Glazing beads: RAL 9010 White

2no.VELFAC 200 ENERGY triple-glazed, side-hung windows
with click vents and associated cill to suit reveal depths (max

U-value 1.2 W/m2K).
External frame colour: RAL 7021 Black grey

Internal frame finish: RAL 9010 White
Glazing beads: RAL 9010 White

New brick boundary wall

Existing brick boundary wall retained
(height TBC on site) Air source heat pump. Type/spec TBC

740

Matching brick
coping (F2 frost

resistant)
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