
Marley plain angle ridge tile 305/450mm
Mortar bedded security ridge

Mortar with tile slip at butt joint

Glulam ridge beam to 
S.E. specification

Marley clay plain tile cloak
verge system

Course of Foamglas Perinsul HL to top of
gable blockwork (to reduce thermal

bridging)

Marley Acme Double Camber Clay Plain roof tiles fixed to 
horizontal battens (tile colour TBC to match brick).

Roofshield breathable sarking membrane, or equally 
approved, draped between counterbattens.

Counterbattens, fixed through insulation to 
rafters with Ancon Super-7 Thor-Helical 
Nails

47x125mm C24 rafters @400c/c to 
S.E. specification with 100mm 
Celotex GA4000 PIR insulation 
between, held in place with 25mm x 
25mm battens to ensure it is flush 
with the top of the rafters

100mm Celotex GA4000 PIR insulation 
between 100mm secondary timbers 
@400c/c (over each rafter).

110mm Celotex XR4000 PIR 
insulation over rafters.
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Cavity closer and support to DPC

Inner leaf - 100mm Masterlite
Pro Eco concrete blocks

115mm cavity fully filled with
115mm Celotex Thermaclass

Cavity Wall 21

Outer leaf - Brickwork. "Esher"
from The Matching Brick

Company (TBC)

12.5mm plasterboard and skim on 
dot and dabs

GRP roof membrane to full 
height of upstands

9mm OBS to form GRP gutter

Stone coping

DPC

12.5mm plasterboard 
and skim

VCL 25mm x 25mm battens to hold 
insulation in place 3no. 47x125 C24 to S.E. 

specification

Existing external wall of No.82 -
solid masonry with external wall

insulation

Existing 120mm graphite EPS
insulation board

Existing 10mm polymer render

Section of existing render removed

Render repaired and taken down to
new stop bead

11mm OSB upstand bonded to
insulation
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Code 4 lead cover flashing

GRP roof membrane to full height
of upstands

18mm roofing grade plywood

VELUX SK08 (1140mm x 1398mm) GGL 2070 / centre-pivot / 
white painted / triple-glazed (Well-being, glazing no.66) rooflight 
with internal blackout roller blind (solar powered). Blind colour 
TBC by client. Max U-value 1.2 W/m2K.

Installed in accordance with Velux installation drawings / 
instructions

Marley Acme Double Camber Clay
Plain roof tiles fixed to horizontal
battens (tile colour TBC to match

brick).

Roofshield breathable sarking
membrane, or equally approved,
draped between counterbattens.

12.5mm plasterboard 
and skim

12.5mm plasterboard and skim on 
dot and dabs

VCL
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100mm Masterlite Pro Eco
concrete blockwork

Cavity closer

Ply fixed down to timber fillet

Wardobe joinery
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47x125mm C24 rafters @400c/c to S.E. 
specification with 100mm Celotex 
GA4000 PIR insulation between, held in 
place with 25mm x 25mm battens to 
ensure it is flush with the top of the rafters

110mm Celotex XR4000 PIR 
insulation over rafters.

Counterbattens, fixed through
insulation to rafters with Ancon

Super-7 Thor-Helical Nails

Insulated rainwater downpipe

All illustrated material is subject to copyright. Unless otherwise 
agreed in writing, all rights to use this document are subject to 
payment of all Architect's charges. This document may only be 
used for the express purpose and project for which it has been 
created and delivered, as notified in writing by the Architect. This 
document may not be otherwise used or copied. Any 
unauthorised use of this document is at the user's sole risk and 
without limiting the Architect's rights the user releases and 
indemnifies the Architect from and against all loss so arising.

DO NOT SCALE.  All dimensions must be checked on site, errors 
are to be reported.

General Notes

Title

Project

Scale

Status

Drawing Number Revision

Pitched roof details 1

80 St Andrews Road, Bristol

1:5 @ A1

111-P-4-060 01

1:10 @ A3

TENDER

DateIssue Record

Drawn by
BP

Studio D, 25-27 Stokes Croft
Bristol, BS1 3PY
T: 0117 2800128 / 07974 262927
www.gamblesarchitects.co.uk

Chk

 

Safety 
Note

CDM 2015

It is considered that there are no 
other risks that would not be 
recognised by a competent 
contractor familiar with this type 
of work.
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