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partition wall with
high level internal
glazing
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New mechanical
extract duct to exit
through external
wall
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New electrical mains cabling to be
wired to the property and run to ground
floor level through landing in 50mm x
50mm galvanised steel trunking, fixed
to wall tiles

Surgery Room 3
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80
4

15
0

Ensure suspended ceiling to fit
around/above door and window
architraves where necessary

Distance TBC on site by contractor
prior to commencement of works

Existing cornicing to remain
untouched and in good
condition as existing

Perimeter channel

12.5mm plasterboard ceiling
fixed to metal top hat bracket

Metal strap hangers
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Project Status: Planning

DO NOT SCALE FROM DRAWINGS
All dimensions to be checked on site by Contractor and any
discrepancies to be notified to the Architect prior to works being
commenced. USe Figured Dimensions ONLY.

Alterations

Notes:

Rev Date Description Iss

Existing Walls

Proposed Walls

Floor Plan as Existing
1:50
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1:50

Floor Plan as Proposed
1:50

Dropped Ceiling

Suspended Ceiling Detail
1:10

0 0.5m0.2m

1:10

1m

Ventilation Extract Ducts

This Listed Building Consent application seeks approval for alterations to an existing B-Listed building.

The application seeks permission for the erection of 3no. new internal timber stud partition walls, introduction of a carefully suspended ceiling to 3no.
rooms within the premises, and installation of 1no. new mechanical ventilation extract. The works proposed will retain the style and character of the
existing building and maintain no impact on the structure of the building.

Existing Extract Vents

Proposed Extract Vent Location
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